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trains on a specific segment of railroad
track in accordance with the operating
rules of the railroad that apply to that
segment of track.

Watchman/lookout means an employee
who has been annually trained and
qualified to provide warning to road-
way workers of approaching trains or
on-track equipment. Watchmen/look-
outs shall be properly equipped to pro-
vide visual and auditory warning such
as whistle, air horn, white disk, red
flag, lantern, fusee. A watchman/look-
out’s sole duty is to look out for ap-
proaching trains/on-track equipment
and provide at least fifteen seconds ad-
vanced warning to employees before ar-
rival of trains/on-track equipment.

Working limits means a segment of
track with definite boundaries estab-
lished in accordance with this part
upon which trains and engines may
move only as authorized by the road-
way worker having control over that
defined segment of track. Working lim-
its may be established through ‘‘exclu-
sive track occupancy,’’ ‘‘inaccessible
track,’’ ‘‘foul time’’ or ‘‘train coordina-
tion’’ as defined herein.

[57 FR 28127, June 24, 1992, as amended at 61
FR 65975, Dec. 16, 1996]

Subpart B—Bridge Worker Safety
Standards

§ 214.101 Purpose and scope.
(a) The purpose of this subpart is to

prevent accidents and casualties aris-
ing from the performance of work on
railroad bridges.

(b) This subpart prescribes minimum
railroad safety rules for railroad em-
ployees performing work on bridges.
Each railroad and railroad contractor
may prescribe additional or more strin-
gent operating rules, safety rules, and
other special instructions not incon-
sistent with this subpart.

(c) These provisions apply to all rail-
road employees, railroads, and railroad
contractors performing work on rail-
road bridges.

(d) Any working conditions involving
the protection of railroad employees
working on railroad bridges not within
the subject matter addressed by this
chapter, including respiratory protec-
tion, hazard communication, hearing

protection, welding and lead exposure
standards, shall be governed by the
regulations of the U.S. Department of
Labor, Occupational Safety and Health
Administration.

§ 214.103 Fall protection, generally.
(a) Except as provided in paragraphs

(b) through (d) of this section, when
employees work twelve feet or more
above the ground or water surface,
they shall be provided and shall use a
personal fall arrest system or safety
net system. All fall protection systems
required by this section shall conform
to the standards set forth in § 214.105 of
this subpart.

(b)(1) This section shall not apply if
the installation of the fall arrest sys-
tem poses a greater exposure to risk
than the work to be performed. In any
action brought by FRA to enforce the
fall protection requirements, the rail-
road or railroad contractor shall have
the burden of proving that the installa-
tion of such device poses greater expo-
sure to risk than performance of the
work itself.

(2) This section shall not apply to
employees engaged in inspection of
railroad bridges conducted in full com-
pliance with the following conditions:

(i) The railroad or railroad con-
tractor has a written program in place
that requires training in, adherence to,
and use of safe procedures associated
with climbing techniques and proce-
dures to be used;

(ii) The employee to whom this ex-
ception applies has been trained and
qualified according to that program to
perform bridge inspections, has been
previously and voluntarily designated
to perform inspections under the provi-
sions of that program, and has accept-
ed the designation;

(iii) The employee to whom this ex-
ception applies is familiar with the ap-
propriate climbing techniques associ-
ated with all bridge structures the em-
ployee is responsible for inspecting;

(iv) The employee to whom this ex-
ception applies is engaged solely in
moving on or about the bridge or ob-
serving, measuring, and recording the
dimensions and condition of the bridge
and its components; and

(v) The employee to whom this excep-
tion applies is provided all equipment
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